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POLARIS Base Plate

The base plate is a useful addition to the POLARIS sun-
dial. It enables you to level the sundial horizontally and 
position it towards the south. The POLARIS is placed into 
the grooves provided for this purpose.  A solid surface 
(concrete, stone or similar) is suitable for mounting the 
sundial. 

First dismantle the base plate by unscrewing the three 
adjusting screws with the spanner provided. Now place 
the base in the desired position and mark the drilling 
holes. Use an 8 mm concrete drill to make drill holes of 
at least 50 mm depth. The rawl plugs are introduced 
and the base is fastened using the cross-head screws.

Now replace the base plate on the base and turn the 
Phillips screws into the screw thread of the turning 
platform. Adjust the base plate to a horizontal position 
using the built-in spirit level by alternately tightening or 
loosening the screws (figure 3). Then loosen the screws 
slightly so that the base plate can be turned. 

Set up the POLARIS according to the process described 
in the manual for longitude and latitude. Place the 
POLARIS in the grooves provided on the base plate for 
this purpose and position the sundial towards the south 
as described in the manual: turn the base plate until the 
time displayed on the POLARIS corresponds with the 
time on your wristwatch. 

Finally check the horizontal position. If necessary, correct 
the current position and repeat the south positioning 
process to be sure it is correct. 

If you have any further questions on this process, please 
contact us at the following address: 

Fig 1: The base is attached with two screws. 

Fig 3:  Levelling procedure: the adjusting screw closest to the non-ali-
gned air bubble is tightened, the opposite screws are loosened. 
This procedure is repeated until the air bubble lies within the 
circle.
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Fig 2: The base plate is screwed onto the base.

Fig 4: The POLARIS is positioned towards the south. 
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